
MODEL LVGAK *

DESCRIPTION:

GAUGE KIT 

Components Included Available Black or Galvanized

Description UL/FM QTY. Required

1/4” Blk MI Solid SQ HD EA. 1

1/2” x 1/4” Blk MI Hex Bushing EA. 1

1/4” x 4” Blk Steel Nipple EA. 1

3 Way 1/4” Globe Valve EA. 1

Gauge UL/FM (Specify Type) EA. 1

PROJECT APPROVAL STAMP

PROJECT: □  APPROVED

ADDRESS: □  APPROVED AS NOTED

ENGINEER: □  NOT APPROVED

SUBMITTAL DATA: REMARKS:

NOTES 1:

NOTES 2:

   Revision: 11/2023

www.LansdaleValve.com                                 

The Lansdale Valve sprinkler gauge kit comes complete  

with everything needed to install a UL/FM Approved gauge to a  

riser or other device. The kit components come shrink-wrapped to  

a sturdy cardboard backing to insure that the contractor has all of  

the required components for quick installation.

This comes with or without gauge. It is available with an:

• Air/Water Gauge: stainless steel or plastic

• Water Only Gauge: plastic

• Air Only Gauge with Retard: plastic or stainless steel*

(Gauge Only)

CAMERA-READY LOGOTYPE – UL MARK
These Marks are registered by Underwriters Laboratories Inc.

The minimum height of the registered trademark symbol ® shall be 3/64 of an inch.  When the overall diameter of the
 UL Mark is less than 3/8 of an inch, the trademark symbol may be omitted if it is not legible to the naked eye.

The font for all letter forms is Helvetica Condensed Black, except for the trademark symbol ®, which is
Helvetica Condensed Medium. No other fonts are acceptable.
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* Offered as trim kit only without gauge


